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 Features and Benefits 

 Dedicated to the Aluminium sector this handle is 
suitable for domestic, trade or commercial           
applications. 

 Reduced stocking costs as tongue is reversible to 
give opposite handling 50 second change over. 

 BBA Approved. 
 Special locking plugs avoid damage on site. 
 Push to open operation with 3 locking modes,   

Locking, Non-Locking and Dummy. 
 4 Standard tongue lengths and a range of finishes to 

meet the most exacting specification. 
 Non-locking green screw cover variants available for 

fire egress identification. 
 Comprehensive range of finishes including White, 

Black, Bright Chrome, Gold, Satin Chrome and 
unique RAL colours to order. 

 BS EN ISO 9001/2008 Quality Management Systems. 
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Technical Information 

Material Specification 

Material Specification 

Handle/Backplate: Zine Alloy to BS EN 12844 (ZP 3) 

Barrel Assembly: Zinc Alloy to BS EN 12844 (ZP 3) Finish – 

Nickel Plate 

Tumbler: Mild Steel to BS1449 CS4 BR finish. 

Tumbler Spring: Stainless Steel to BS2873 Pb 102. 

Waved Washer: Spring Steel CS70 Hardened * Tempered – 

Finish Zinc plate & Trivalent. 

Key: Mild Steel to BS970 220 – Finish Nickle Plate. 

Operating Bolt: Zinc alloy to BS EN 12844 (ZP 3) 

Spindle: Mild Steel to BS 970 220 – Finish Zinc Plate &          

Trivalent Passivate. 

Drive Tongue: Zinc alloy Finish, Trivalent zinc plate. 

Drive Cam: Mild steel STB 258-10 Zinc & Clear passivate. 

Cover Plate: Mild steel STB 297/027. 

Moulding Polypropylene – Finish White RAL 9016, Grey RAL 

9037, Black RAL 9005 & Green Un6969. 

Additional Information 

Box Qty: 25 per box. 

Handles individually packed in poly bags,      

accessories in bulk. 

Accessories: 2 Cover slips, 2 lock plugs and 1 

Key (If applicable). 

Standard Tongue length, 18,21,25,30 & 48mm 

Assessment Data 

Performance: 50,000 endurance cycles 

Corrosion resistance: NSS 240 Hour 
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Technical Drawing 
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Product Codes 

Also available in -    Standard Tongue Length: 25, 30, 35mm (Dimn “X” ) 

18mm Odyssey  Tongue Drive 

Part No Hand Finish 

A0701-18-L-WH L/H White 

A0701-18-R-WH R/H White 

A0701-18-L-SC L/H Satin Chrome 

A0701-18-R-SC R/H Satin Chrome 

A0701-18-L-SF1 L/H Silver 

A0701-18-R-SC R/H Silver 

48mm Odyssey  Tongue Drive 

Part No Hand Finish 

A0701-48-L-WH L/H White 

A0701-48-R-WH R/H White 

A0701-48-L-SC L/H Satin Chrome 

A0701-48-R-SC R/H Satin Chrome 

A0701-48-L-SF1 L/H Silver 

A0701-48-R-SF1 R/H Silver 


	Odyssey Tongue Drive Handle - PG 1.pdf
	Odyssey Tongue Drive Handle - PG 2.pdf

